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NOTES:
1. KEEP THE PART CLEAN, AND WRAP FOR SEE NOTE #4 4 0.005"-0.001 THK. BERYLLIUM WINDOW BERYLLIUM FOIL 1
UHV PACKING WITH ALUMINUM FOIL. 3 W4-600103-00 W4-60 BEAMLINE VACUUM FLANGE ENDS SST 2
2. WHEN MACHINING VACUUM PARTS, USE OF 2 W4-600102-00 W4-60 BEAMLINE ADAPTER RING SST 2
— SILICONE AND SULPHUR-BASED CUTTING FLUIDS 1 WA4-600101-00 \W4-60 BEAMLINE WINDOW MAIN BODY OFHC COPPER 1
IS PROHIBITED. USE ONE OF THE FOLLOWING:
A) CIMCOOL 5 STAR 49 i
B) TRIM SOL W4600100-00
1 ELECTROFUSION CO. Lo
34325 ARDENWOOD BLVD. 011075
1 3. LENGTH AND WIDTH OF BERYLLIAM WINDOW FREMONT CA. 04555 P MUSCIA 11/254D. Shu 12/5/97
TO BE DETERMINED BY VENDOR
1 - 800 - 4BE - FOIL
D. SHU 12/5/99 T.M. Kuzay 12/5/971 W4-60 BEAMLINE WINDOW
4. DIMENSIONS IN [ ] ARE MILLIMETERS 8" 0.D. (25mm x 120mm)
AND FOR REF. ONLY SHU/MUSCIA 11/25/47 WELDMENT ASSEMBLY
D. SHU 12/5/9
HALF
SEE PARTS LIST
11 |C | W4-600100-00




